PERFECT SOLUTIONS IN GAS DETECTION

Target gases in closed rooms

The following table indicates the gases and will help you to find the product you are looking for.

Ex Combustible Gases Tnx Toxic Gases

GAS ALARM SYSTEMS

Gas* Chem. formula Max. range** Gas* Chem. formula  Max. range™
Acetic acid CzH,0; 0-100% LEL Ammonia NH; 0-35000ppm
Acetylene CoH, Carbon dioxide co, 0- 100vol%
Acetone CiH0 i Carbon monoxide  CO 0-100vol?
Ammonia NH; " Chlorine Cl, 0-20ppm
Benzene CeHe H Chlorine dioxide Clo, 0-lppm
Butyl acetate CeHi02 0-1007% LEL Ethylene CH, 0-2000ppm
Cyclohexane (o 0-100% LEL Fluorine F, 0-Sppm
Cyclopentane CsHio 0-100% LEL Formaldehyde CH,0 0-10ppm
Ethane CaHs 01007 LEL Freon* Ril 0-2000ppm
Ethyl acetate C4H:0; Freon® R22 0-2000ppm i
sl i _ freon e psoouial MSR Electronic offers products for
Ethyl alcohol CHO 3 Freon * RI25 0-2000ppm . . . set
Ethylene ek : Heane itods 2000 the optimum protection in critical
Ethylene oxide C4Hi0 Freon * R134a 0-2000ppm . . . .
Ethyl ether CHoO 0100% LEL Freon* R40la 0:2000ppm situations for life and health in
Hydrogen Hy 0-100% LEL Freon * R401b 0-2000ppm
Isobutane CiHo 0-100% LEL Freon * R402a 0:2000ppm closed areas.
Isobutyl alcohol (el Freon® R402b 0-2000ppm
Isopentane CsHp 010 Freon * R404a 0-2000ppm
Isopropanol alcohol C3Hs0 0-100% LEL Freon * R407c 0-2000ppm
Isopropyl alcohol C3Hs0 0100% LEL Freon * R408a 0-2000ppm g
P8 0100% LeL Freon* RA0% ¢-2000pgm Whether for commercial or for A
LPG 0-100% LEL Freon * R410a 0-2000ppm q q q o
Methane 0100 vo Freon* Ralla 0-2000ppm industrial applications - for
Methanol 0-100% LEL Freon* R4l6a 0-2000ppm ) )
Methyl ethyl ketone 0100% LEL Freon * R507 0-2000ppm combustible or toxic gases - MSR
n-Butane 0-100 vol% Hydrogen chloride  HCI 0-20ppm
n-Heptane 6 - Hydrogen cyanide  HCN 0-100ppm i
i v ; oo g —HF oo Electronic only uses well proven,
n-Octane : Hydrogen sulfide HS 0-200ppm A .
n-Pentane : Methyl bromide ~ CH.Br 0 250 but innovative technology. - =
Nitrogen trifluoride x Nitric oxide NO 0-20ppm
Nonane 1007 Nitrogen dioxide NO, 0-25ppm
Petrol vapours - Nitrous oxide N0 0-2000ppm —
Propane © 0100 vol%. 0zone 0, 0-5ppm -
Propene 3 0-100% LEL Phosphine PH, 0-5ppm —
Propyl alcohol 0 0-100% LEL Silane SiH, 0-50ppm
Styrene 0-1007% LEL Sulphur dioxide SO, 0-100ppm ’
Toluene c Sulphur hexafluoride SF, 0-100 vol?. JEY =+
Trimethylbenzene C. -100% VoC + CO; voc 0-2000ppm |
Vinyl acetate H, i
Xylene : INDOOR AIR QUALITY -
* others on request
0 *X please see corresponding datasheet for more IEEEE .
2 Oxygen - £ w '
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Oxygen 0-25 vol%. { '.'J - =
T
- -
Anplications ‘ ®
i -
. . : . . " . . " L .
The interaction of the components makes fast and reliable monitoring possible for all applications. Not only possible error 5 5 v . £
sources are decreased, but also planning and installation costs are reduced by up to 80%. MSR Electronic GmbH - . e,
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Permanente Uberwachung von schédlichen Permanente Uberwachung auf Leckage von Leckageiiberwachung von Heizungsanlagen
CO/ NOx/ LPG - Anteilen in der Luft NH3 / Freon / COp / CoHg ... (Gas, Pellet...) und Gasverteilern
Permanent monitoring of harmful Permanent monitoring of leakages from NH3 Detection of leakages in heating systems (gas,
concentrations of CO/ NOx/ LPG in the air / Freon / CO2 / CoHg ... pellet...) and gas distributors
BURO/OFFICES SCHANK/CELLAR LABOR/LABORATORY SRR AL
olyGard®, PolyXeta®™ and uGard® are
PolyGard®, PolyXeta® and uGard®
registered trademarks by MSR Electronic. 1 )

PARTNER

Uberwachung der Luftqualitét in Biros, Schulen  COp / 02 Uberwachung von Schankkeller, Einhaltung der MAK-Werte an Arbeitsplatzen
und Fertigungsbereichen Brauereien, Winzereien , Garkell und Uberwachung von Lagerrdumen
Monitoring of the air quality in offices, schools  COp / O monitoring of dispensing systems, Compliance to the OEL values at workstations
and production areas breweries, wineries, fermenting cellar: and monitoring of storage rooms

Weitere Applikationen: More Applications:

BATTERIE RAUM BATTERIE ROOMS
WERKSTATT CAR REPAIR SHOPS

POOL & SPORT POOL & SPORT
HOCHSPANNUNG HIGH VOLTAGE

ABWASSER- & PUMPSTATION WASTEWATER & PUMP
OP-SAAL OPERATING THEATRES
GROSSKUCHE CATERING ESTABLISHMENT

— | I_:__'

PolyGard® Digital Gas Controller for garages

Besuchen Sie auch unsere Webseite fiir mehr Details.

www.msr-electronic.de




www.msr-electronic.de

BESCHREIBUNG

Die DGC-03 Controller Serie wird fiir die
Uberwachung und Warnung vor toxischen und
explosiblen Gasen und Dampfen,z.B. in
Tiefgaragen, Parkhdusern u.a., eingesetzt. Die
groBe Anzahl frei konfigurierbarer Parameter und
Sollwerte erlaubt die individuelle Anpassung an
viele Applikationen.

Der DGC-03 Gas Controller erfiillt die Funktionen
fiir Kohlenmonoxid (CO)- Uberwachung in
Garagen, Tunnel und Kartbahnen etc. gemai
aktueller VDI 2053, Garagenverordnung der
Bundesldnder, NEN2443, ONORM...

Die Gas Controller Serie DGC-03 kann Uber den
RS 485 Bus bis zu 16 digitale Transmitter oder
8 digitale Transmitter mit jeweils einem Analog
Transmitter Gberwachen. Je Transmitter sind 4
frei einstellbare Alarmschwellen vorhanden. Fr
Alarmmeldungen stehen bis zu 7 Alarm Relais
mit potentialfreiem Wechselkontakt zur
Verfligung.

EIGENSCHAFTEN

W Maximal 16 Digital Transmitter oder 8 Digital
Transmitter mit jeweils einem Analog Transmitter

M Fir CO, NO, NO; und LPG geeignet

M Einfache, schnelle Inbetriebnahme durch
Konfiguration mit Standard-Parameter

| Logische Meniifiihrung

M Flexible Konfiguration

MW 4 frei parametrierbare Alarmschwellen je
Transmitter

B Maximal 7 Alarmrelais

M Serielle Schnittstelle

List of Approvals

PolyGard® Digital Gas Controller DGC-03

DESCRIPTION

The DGC-03 gas controller is used for the
monitoring and warning of toxic and combustible
gases,e.q. in garages, parking zones and others.
Numerous free adjustable parameters and set-
points allow individual adaptation to the local
conditions and requlations.

The DGC-03 gas controller fulfils the functions
of monitoring carbon monoxide (CO) in garages
and tunnels etc. according to VDI 2053, NEN2443
ONORM...

The gas controller series DGC-03 can monitor
up to 16 digital gas transmitters via RS485 bus
or 8 digital transmitters with in each case one
transmitter with analog output. There are 4 free
adjustable alarm tresholds for each transmitter.
Up to 7 outputs are available for the alarms.

FEATURES

Up to 16 digital transmitters or 8 digital transmitters
with in each case one analog transmitter
For monitoring CO, NO, NO, and LPG
Simple and comfortable comissioning by
configuration with standard parameters
Logical menu navigation

Flexible configuration

4 free adjustable alarm thresholds for each
transmitter

Maximal 7 alarm outputs

Serial interface

IS0 9002 | TUV - VDI 2053 | EC 61010 | UL 2075 | UL 2018 | GOST

SYSTEM
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